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ABSTRAK 
 

Laston, umumnya disebut sebagai AC (Asphalt Concrete), merupakan salah satu 
bentuk beton aspal yang sering digunakan di Indonesia. Laston adalah beton aspal yang 
diberi gradasi secara kontinyu dan didesain untuk menahan volume lalu lintas yang tinggi. 
Fitur utama dari kombinasi ini, menurut Waani (2013), adalah stabilitasnya, yang 
membuatnya menjadi komponen yang paling signifikan dari laston. Bahan tambahan ramah 
lingkungan yang bersumber dari dalam negeri dapat ditambahkan ke dalam campuran aspal 
untuk meningkatkan kinerja laston. Karena limbah tempurung kelapa sebelumnya tidak 
terpakai, maka penelitian ini menyelidiki pemanfaatan serbuk arang tempurung kelapa 
sebagai bahan tambahan. Di sini, tempurung kelapa - yang biasanya hanya digunakan 
sebagai bahan bakar - ditambahkan bersama dengan filler berupa abu batu. Sangat penting 
untuk menguji aspal, baik yang telah dicampur dengan bubuk arang tempurung kelapa atau 
tidak, untuk mengidentifikasi perubahan sifat-sifatnya. Sifat kinerja campuran aspal beton, 
termasuk flow, stabilitas, VIM, VMA, Marshall Quotient, VFA, dan nilai durabilitas, harus 
meningkat dengan penambahan arang tempurung kelapa.Ada dua kategori variabel 
penelitian, Dalam penelitian ini, uji Marshall yang menggunakan arang tempurung kelapa 
bubuk sebagai pengganti sebagian agregat halus pada campuran lapis aus aspal beton 
merupakan variabel bebas. Variabel terikat ,Uji Marshall yang dilakukan tanpa 
menggunakan serbuk arang tempurung kelapa sebagai pengganti sebagian agregat halus 
pada campuran lapis aus beton aspal merupakan variabel terikat dalam penelitian ini. 
Menentukan nilai karakteristik Marshall pada kombinasi AC-WC dengan substitusi filler 
semen portland dengan arang tempurung kelapa. Mendapatkan nilai kadar aspal yang ideal 
untuk kombinasi AC-WC  dengan menggunakan filler serbuk arang tempurung kelapa. 

 
Kata Kunci, Uji Marshall Aspal, Limbah Arang Batok Kelapa  
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ABSTRACT 
 

Laston, generally referred to as AC (Asphalt Concrete), is a form of asphalt concrete 
that is often used in Indonesia. Laston is continuously graded asphalt concrete and is 
designed to withstand high traffic volumes. The main feature of this combination, according 
to Waani (2013), is its stability, which makes it the most significant component of laston. 
Domestically sourced environmentally friendly additives can be added to the asphalt mixture 
to improve laston performance. Because coconut shell waste was previously unused, this 
research investigated the use of coconut shell charcoal powder as an additional material. 
Here, coconut shells - which are usually only used as fuel - are added along with filler in 
the form of rock ash. It is important to test asphalt, whether it has been mixed with coconut 
shell charcoal powder or not, to identify changes in its properties. The performance 
properties of asphalt concrete mixtures, including flow, stability, VIM, VMA, Marshall 
Quotient, VFA, and durability values, should increase with the addition of coconut shell 
charcoal. There are two categories of research variables. In this study, the Marshall test 
used powdered coconut shell charcoal. as a partial replacement for fine aggregate in the 
asphalt concrete wear layer mixture is an independent variable. Dependent variable, the 
Marshall test which was carried out without using coconut shell charcoal powder as a 
partial replacement for fine aggregate in the asphalt concrete wear layer mixture is the 
dependent variable in this research. Determine the Marshall characteristic value in the 
combination of AC-WC with the substitution of portland cement filler with coconut shell 
charcoal. Obtain the ideal asphalt content value for the AC-WCW combination using 
coconut shell charcoal powder filler.  

 
Keywords, Asphalt Marshall Test, Coconut Shell Charcoal Waste 
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